
OTHER LOW VOLTAGE EQUIPMENT

LOW VOLTAGE REACTORS

Technical data

Highest voltage for equipment  0.72 kV
Power-frequency withstand voltage  3 kV
Frequency  50 or 60 Hz
Continuous thermal current  1.2 Ipn
Short-time thermal current Ith 40 Ipn.1s
Dynamic current Idyn  2.5 Ith
Insulation class  E
Ambient temperature  - 25 °C to + 40 °C

Other characteristics on request
Ambient temperature  - 40 °C to + 70 °C
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Series reactors for capacitor banks,
without magnetic core.

contact: rsisolsec@rsisolsec.com - non-binding information - DATASHEET : M2KN/9
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• Indoor
•  Capacitor banks up to 220 kVar 

under 380 V
• Without magnetic core
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SERIES REACTORS

Selection table and dimensions

Capacitor Us Type A B D E G H I K L M N
kVAr V mm mm mm mm mm mm mm mm  mm  mm  mm mm
7.5  380  SS 7.5 104 60 56 86 17 M 8 6.3 66 42 112 4
10  380 SS 10  104  60  56  86  17  M 8  6.3  66  42  112  4
15  380 SS 15  104  60  56  86  17  M 8  6.3  66  42  112  4
20  380  SS 20  104  60  56  86  17  M 8  6.3  66  42  112  4
25  380  SS 25  104  60  56  86  17  M 8  6.3  66  42  112  4
30  380  SS 30  104  60  56  86  17  M 8  6.3  66  42  112  4
40  380  SS 40  104  60  56  86  17  M 8  6.3  66  42  112  4
50  380  SS 50  104  60  56  86  17  M 8  6.3  66  42  112  4
60  380  SS 60  104  70  66  86  17  M 8  6.3  76  52  112  4
70  380  SS 70  104  88  76  86  25  M 12  6.3  86  62  112  4
75  380  SS 75  104  88  76  86  25  M 12  6.3  86  62  112  4
80 380 SS 80 155 93 81  137  25  M 12  6.3  91  69  155  5
90 380 SS 90 155 93 81 137 25 M 12 6.3 91 69 155 5
100 380 SS 100 155 93 81 137 25 M 12 6.3 91 69 155 5
120 380 SS 120 155 93 81 137 25 M 12 6.3 91 69 155 5
160  380  SS 160  155  105.5  93.5  137  25  M 12 6.3 103.5  81.5  155 5
200  380 SS 200  155  130.5  118.5  137  25  M 12  6.3  128.5  106.5  155  5

• Dimensions B,D,K,L can vary according to electrical performance (spacer)

Capacitor Us Type A B D E G H I K L M N
kVAr V mm mm mm mm mm mm mm mm  mm  mm  mm mm
7,5  220  S 7.5 104 60 56 86 17 M 8 6.3 66 42 112 4
10  220 S 10  104 60 56  86  17  M 8 6.3 66 42 112 4
15  220 S 15  104  60  56  86  17  M 8  6.3  66  42 112 4
20  220  S 20  104  60  56  86  17  M 8  6.3  66  42  112  4
25  220  S 25 104  60  56  86  17  M 8  6.3  66  42  112  4
30  220  S 30  104  78  66  86  25  M 12  6.3  76  52  112  4
40  220  S 40  104  78  66  86  25  M 12  6.3  76  52  112  4
50  220  S 50  104  78  66  86  25  M 12  6.3  76  52  112  4
60  220  S 60  104  93  81  86  25  M 12  6.3  91  67  112  4
70  220  S 70  104 93 81 86 25 M 12 6.3 91 67  112  4
75  220  S 75  104  103  91  86  25  M 12  6.3  101  77  112 4
80 220 S 80 104  103  91  86  25  M 12  6.3  101  77  112  4
90 220 S 90 155  105.5  93.5  137  25  M 12  6.3  103.5  81.5  155  5
100 220 S 100 155  105.5  93.5  137  25  M 12  6.3  103.5  81.5  155  5
120 220 S 120 155  130.5  118.5  137  25  M 12  6.3  128.5  106.5  155  5

• Dimensions B,D,K,L can vary according to electrical performance (spacer)
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