
LOW VOLTAGE INSTRUMENT TRANSFORMERS

current transformer TA11PE80-1    HV-MV SUBSTATIONS 
GROUND FAULT PROTECTION RELAYS FEEDING 

Technical data

Highest voltage for equipment 0.72 kV
Power-frequency withstand voltage 3 kV
Primary current Ipn 250 A
Secondary current Isn 5 A 
Frequency 50 Hz
Rated output 30 VA
Accuracy class 10 P
Accuracy limit factor 5 
Continuous thermal current 1.2 Ipn
Short-time thermal current Ith 12.5 kA/1 s
Dynamic current Idyn 2.5 Ith
Insulation class E
Ambient temperature - 25°C to + 40°C 
Protection index IP54
Sealable terminal cover Standard
Fixing plate Standard
Standards IEC - IEEE - CSA - AS  - BS

PAGE 1/2©RS ISOLSEC FRANCE

The current transformer TA11PE80-1 is 
a window type with inner diameter 
of 80mm.

Intended for detecting ground fault 
current in HV/MV substation.

This transformer is cast in epoxy resin. 
It is equipped with IP54 secondary 
terminal cover with 2 cable glands. 
An M8 ground terminal is available.
This transformer does not require any 
specific maintenance.
The   transformer  is  mounted   with  or 
without its fixing plate in any position. 
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• Outdoor use
• Dry epoxy resin insulation 
• With ground terminal
• Vertical or horizontal mounting

4

TA11PE80-1



   PAGE 2/2		   contact: rsisolsec@rsisolsec.com - non-binding information  - DATASHEET : M2GP/1©RS ISOLSEC FRANCE

current transformer ta11PE80-1   HV- MV SUBSTATIONS GROUND FAULT PROTECTION RELAYS FEEDING 

Installation :
• No special precautions are required for handling the transformer, beyond not grabbing by the cover
• Transformer is best stored indoor, inside its original packing. Remove from packing in case of outdoor storage.
• CT can be fixed without fixing plate using the 4off M8 inserts spread 120mm apart. Grease up each insert before tightening.
• When using fixing plate, use  4 off 12mm diameter holes spread 205mm apart.
• When installing the IP54 cover, tighten the 2 fixing screws gradually and alternately to evenly crush the gasket and ensure a good sealing.
• Before energizing, check that the 2 secondary terminals are connected to the operating circuit. Never open or leave the secondary open 
while that the transformer is energized. High voltages may appear at the terminals of the secondary circuit. They can be dangerous for 
people and lead to the destruction of the transformer.
• This transformer does not require any specific maintenance.
• Tightening torque of secondary terminals M6: 3 Nm
• Tightening torque of M8 fixing inserts: 7 Nm
• Tightening torque of grounding terminal M8: 7 Nm
• Weight: +/- 15 kg
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MODIFICATIONS Date Ind.
  Matière : Résine - resin

Mise à jour
Vérif : A.R.

C1764 D

Date : 19/05/2015

  Format : A4
  Désignation : T.I.B.T. - Encombrement
  Diffusion : Coulée - montage TI.MT et TI.BT- Bob.

A06/10/15
B13/02/17Rajout de côtes fonctionnelles
C07/12/17Détail du marquage sur vue ISO + visserie capot
D08/04/19Ajout schéma électrique en page 2 + plan bilingue
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35 Presse étoupe PG21 pour 
câbles O 13,5 à 19mm
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Capot étanche

Borne de mise à la terre M8-12
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Fixation : 4 inserts  M8-12

Approximate weight: 15kg
Poids approximatif: 15Kg Transformateur de courant extérieur de protection masse type: TA11PE80-1

Waterproof cover

Ground terminal M8-12

fixing: 4 inserts M8-12
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Cable gland PG21 for 
cables O 13,5 to 19mm

Presse étoupe PG11 pour 
câbles O 6,5 à 10,5mm

Cable gland PG11 for 
cables O 6,5 to 10,5mm
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MODIFICATIONS Date Ind.
  Matière :

-Mise à jour
Vérif : N.G.

TC de protection masse type TA11PE80-1 avec plaque support C1764 A
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M6 sorties secondaires                 3 N.m

M8 fixation                                     7 N.m

Couples de serrage préconisés:

M8 borne de mise à la terre          7 N.m
Ech : 1:2
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