LOW VOLTAGE INSTRUMENT TRANSFORMERS

BAR PRIMARY CURRENT TRANSFORMERS
TA280 - TA470 SERIES

TA280

* Primary current from 40 to 10 000A
* For busbar up to 4 bars 160 x 30 mm
* Indoor type

» Measurement and protection

Current transformers for the measure-
ment of AC currents from homopolar
fo high currents.

By construction, the coil is castin
polyurethane resin inside a plastic
casing, providing excellent resis-
fance to shock, vibration, humi-
dity, and pollution.

This range offers excellent accura-
cy specifications regardless of the
position of the primary conductor
in the device window.

Optional, a voltage limiter allows
fo protect the current transformer,
in case of open circuit operation.
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Technical data

Highest voltage for equipment 0.72 kV
Power-frequency withstand voltage 3 kV
Primary current Ipn 30to 10 000 A
Secondary current Isn 50r1A
Frequency 50 or 60 Hz
Rated output 0.1 to 60 VA
Accuracy class 05-1-3
Security factor 5to0 30
Continuous thermal current 1.2 Ipn
Short-time thermal current Ith 80 Ipn.1s
Dynamic current Idyn 2.5 Ith
Insulation class E

Ambient temperature

-25°C to +40 °C

Casing

Thermoplastic UL94 VO

Standards

Other characteristics on request

IEC - [EEE - CSA-AS -BS

Highest voltage for equipment Up to 2400 V
Power-frequency withstand voltage Up to 11 kV
Secondary current Isn 0.005t0 10 A

Frequency

1to 10 000 Hz

Accuracy class

0.1-0.2-0.2S-0.5S-5P - 10P - cIlPX

Accuracy limit factor

5-10-15-20-30

Ambient temperature

Accessories / Options

Voltage limiter
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-40 °C to +70 °C

90-200-450-600-1500V - see datasheet
M2MA index 17

binding information - DATASHEET : M2EF/3



BAR PRIMARY CURRENT TRANSFORMERS - TA280 - TA470 SERIES

Selection table

TA280 - TA470
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Dimensions
Model Weigt A B € D E F G H I J K L M
kg mm mm mm mm mm mm mm mm mm mm mm mm mm
TA280 12 387 222 241 115 280 198 363 72 9 - - 15 30
TA470 17 576 266 284 160 470 243 553 72 9 146 456 15 30
Installation

* Maximum torque:

- secondary terminals M5 : 2.5 N.m
- casing tightening : 10 N.m

» Caution! Never leave the secondary circuit open while the primary
conductor is energized. High voltages might surge at secondary
terminals, which might be hazardous to people and destroy the
current transformer. Unless you use a voltage limiter device (see
datasheet M2MA index 17)

©RS ISOLSEC

PAGE 2/2

contact: rsi

@rsisol

com - non-bi

ling information - DATASHEET : M2EF/3



